
ClearConfirm
Rapid in-office dental waterline test kit

Testing Routine

How Often to Test?  
First, always check if your state or municipality has testing mandates 
or guidelines. In the absence of local guidelines, refer to the dental chair and/
or waterline cleaner manufacturer instructions for use (MIFU). In the absence 
of these manufacturer recommendations, follow the ClearConfirm testing 
frequency (per the blue box below). Our recommendations are based off of the 
Association of Dental Safety (ADS) recommendations.

What to Test?  
Samples may be collected from individual lines or by combining samples from 
all water bearing lines on an individual dental unit. The combining of samples 
is pooled sampling. Please see the graphic to the right for further guidance on 
pooled sampling.

When to Test?  
Water testing should be done without attachments at the beginning of the day 
after the waterlines have been flushed for 2 minutes.  

Quarterly  
• Test from each individual line (including cuspidor cups) or by combining 
samples from all water bearing lines on an individual dental unit 
(pooled sample).

Warmest Quarter  
• Test monthly during your warmest weather quarter as even in air-conditioned 	
	 settings, the chance of bacteria/biofilm growth can increase.
• If you are typically conducting  pooled sampling during the other three 	
	 quarters, choose one month during this warmest quarter to test all lines
	 individually. This also ensures all individual lines are tested at least once per year. 

Monthly  
• After a failed test, test your line/source monthly for 3 months in a row.

«Fail» Water Test Results  
If the water test produces a FAIL result, perform a shock treatment and retest 
the line/source. Continue to shock and re-test until the line/source produces a 
PASS result. Test monthly for 3 months. If during the 3 months, the line/source
passes, you can return to quarterly testing.

Pooled Sample  
Pooling is the method of combining equal parts water samples from each water bearing line on 
a single dental unit. For example, the required ClearConfirm water sample is 20ml. Per the below 
graphic, if there are (4) water bearing lines on the dental unit, 5ml from each line would be used in 
the sample.

Important To Note:

• Only lines from the same dental unit can be combined into one sample.

• No more than 10 lines should be pooled.

• Remember to document which lines are being pooled. 

• Pooled samples can lead to false negative tests because the bacteria in a contaminated line can be 	
	 diluted from other lines on the dental unit that are clean.

Any questions? Hager Customer Service can be reached a 
 828-624-3301 or customerservice@hagerworldwide.com.
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Waterline Monitoring Schedule

Tips
To make scheduling simple, the year has been divided into quarters. An easy place to start 
your schedule is to mark/highlight the warmest quarter of the year; remember water testing 
should be done monthly in this quarter. Fill in the rest of the months accordingly.

Name all your sources to ensure each source has been tested at least once a year.  
Remember to test the cuspidor cupfill quarterly, and monthly during the warmest quarter.

Fill in your test dates in the appropriate columns. To be consistent and avoid confusion, be specific 
with test dates and include the day and year.
 
* Check a calendar when choosing your test dates to ensure someone will be in the office that day.
* Keep in mind, your test dates will need to be adjusted if a water test fails.
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